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value and the vessel to which it applies 
shall be clearly indicated. 

(c) Stamping data (replaces UG–117). 
Except as noted in paragraph (d) of this 
section, the data shall be stamped di-
rectly on the pressure vessel. The data 
shall be legibly stamped and shall not 
be obliterated during the service life of 
the pressure vessel. In the event that 
the portion of the pressure vessel upon 
which the data is stamped is to be insu-
lated or otherwise covered, the data 
shall be reproduced on a metal name-
plate. This plate shall be securely at-
tached to the pressure vessel. The 
nameplate shall be maintained in a leg-
ible condition such that it may be eas-
ily read. 

(1) Those parts of pressure vessels re-
quiring Coast Guard shop inspection 
under this part which are furnished by 
other than the shop of the manufac-
turer responsible for the completed 
vessel shall be stamped with the Coast 
Guard Symbol, the Marine Inspection 
Office identification letters (see § 50.10– 
30 of this subchapter) and the word 
‘‘Part’’, the manufacturer’s name and 
serial number, and the design pressure. 

(d) Thin walled vessels (Modifies UG– 
119). In lieu of direct stamping on the 
pressure vessel, the information re-
quired by paragraph (a) of this section 
shall be stamped on a nameplate per-
manently attached to the pressure ves-
sel when the pressure vessel is con-
structed of— 

(1) Steel plate less than one-fourth 
inch thick; or 

(2) Nonferrous plate less than one- 
half inch thick. 

[CGFR 68–82, 33 FR 18828, Dec. 18, 1968, as 
amended by CGFR 69–127, 35 FR 9977, June 17, 
1970; CGD 72–206R, 38 FR 17226, June 29, 1973; 
CGD 77–147, 47 FR 21810, May 20, 1982] 

§ 54.10–25 Manufacturers’ data report 
forms (modifies UG–120). 

(a) The Manufacturers’ data report 
form, as provided by the Coast Guard, 
shall be completed in duplicate and 
certified by the manufacturer for each 
pressure vessel required to be shop in-
spected under these regulations. The 
original of this form shall be delivered 
to the Coast Guard inspector. 

(b) Data forms for those parts of a 
pressure vessel requiring inspection, 
which are furnished by other than the 

shop of the manufacturer responsible 
for the completed unit, shall be exe-
cuted in triplicate by the manufacturer 
of the parts. The original and one copy 
shall be delivered to the Coast Guard 
inspector who shall forward one copy of 
the report to the Officer in Charge, Ma-
rine Inspection, having cognizance over 
the final assembly. These partial data 
reports, together with the final inspec-
tion and tests, shall be the final Coast 
Guard inspector’s authority to apply 
the Coast Guard symbol and number. A 
final data report shall be executed by 
the manufacturer or assembler who 
completes the final assembly and tests. 

(c) If a pressure vessel is required to 
be inspected in accordance with § 54.10– 
3(c), the manufacturer’s data reports 
required by UG–120 must be made 
available to the Coast Guard inspector 
for review prior to inspection of the 
pressure vessel. 

(Approved by the Office of Management and 
Budget under control number 2130–0181) 

[CGFR 69–127, 35 FR 9977, June 17, 1970 as 
amended by CGD 77–147, 47 FR 21810, May 20, 
1982] 

Subpart 54.15—Pressure-Relief 
Devices 

§ 54.15–1 General (modifies UG–125 
through UG–136). 

(a) All pressure vessels built in ac-
cordance with applicable requirements 
in Division 1 of section VIII of the 
ASME Code must be provided with pro-
tective devices as indicated in UG–125 
through UG–136 except as noted other-
wise in this subpart. 

(b) The markings shall be in accord-
ance with this chapter for devices cov-
ered by § 54.15–10. 

[CGFR 68–82, 33 FR 18828, Dec. 18, 1968, as 
amended by CGD 88–032, 56 FR 35822, July 29, 
1991] 

§ 54.15–3 Definitions (modifies UA–60). 
(a) Definitions applicable to this sub-

part are in § 52.01–3 of this subchapter. 

§ 54.15–5 Protective devices (modifies 
UG–125). 

(a) All pressure vessels must be pro-
vided with protective devices. The pro-
tective devices must be in accordance 
with the requirements of UG–125 
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